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RP 4840-6-IM I 4-Way PE 48.0 40.0 6.0 46.5 30,000 4,000 1,800 18 540

RP 4840-6-IM II 4-Way PP 48.0 40.0 6.0 47.1 30,000 4,000 2,300 18 540

Static and Dynamic Load ratings are affected by type and distribution of load. Rack load tested per ASTM-D-1185.  
Contact your Monoflo Sales Rep to discuss your application.

defining what comes next.

Rackable 48” x 40” Pallet

Monoflo International 
882 Baker Lane, Winchester, VA 22603

Call 540-771-3077
 

miworldwide.com

Specifications:

RFID slots facilitate 
tracking 

Optional deck lips to 
combat unit load shifting

Top deck grommets for 
reduced slippage

Low profile runners promote easy 
use with manual equipment

Hygienic, USDA one-piece flow through 
design aids in easy cleaning and 
sanitizing

defining what comes next.

 » Standard 48” x 40” footprint ideal for food, beverage, and pharmaceutical industries 

 » RFID slots (2) allow RFID tag to be loaded at the time of manufacturing, or by end user after manufacturing and 

delivery 

 » Available in both PP and PE to provide flexibility to perform in any application 

 » Manufactured using FDA-approved material and USDA approved design

 » Designed to perform in both supported and unsupported edge racking applications, maximizing floor storage 

space  

 » 100% Recyclable with no metal inserts

 » Multiple engraving location options for permanent identification

Additional Features:
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